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Federal Management Regulation § 102–80.115 

§ 102–80.95 Is the Fire Administration 
Authorization Act of 1992 applica-
ble to all Federal agencies? 

Yes, the Fire Administration Author-
ization Act applies to all Federal agen-
cies and all Federally owned and leased 
buildings in the United States. 

AUTOMATIC SPRINKLER SYSTEMS 

§ 102–80.100 What performance objec-
tive should an automatic sprinkler 
system be capable of meeting? 

The performance objective of the 
automatic sprinkler system is that it 
must be capable of protecting human 
lives. Sprinklers should be capable of 
controlling the spread of fire and its ef-
fects beyond the room of origin. A 
functioning sprinkler system should 
activate prior to the onset of flashover. 

EQUIVALENT LEVEL OF SAFETY 
ANALYSIS 

§ 102–80.105 What information must be 
included in an equivalent level of 
safety analysis? 

The equivalent level of life safety 
evaluation is to be performed by a 
qualified fire protection engineer. The 
analysis should include a narrative dis-
cussion of the features of the building 
structure, function, operational sup-
port systems and occupant activities 
that impact fire protection and life 
safety. Each analysis should describe 
potential reasonable worst case fire 
scenarios and their impact on the 
building occupants and structure. Spe-
cific issues that must be addressed in-
clude rate of fire growth, type and lo-
cation of fuel items, space layout, 
building construction, openings and 
ventilation, suppression capability, de-
tection time, occupant notification, oc-
cupant reaction time, occupant mobil-
ity, and means of egress. 

§ 102–80.110 What must an equivalent 
level of safety analysis indicate? 

To be acceptable, the analysis must 
indicate that the existing and/or pro-
posed safety systems in the building 
provide a period of time equal to or 
greater than the amount of time avail-
able for escape in a similar building 
complying with the Fire Administra-
tion Authorization Act. In conducting 
these analyses, the capability, ade-

quacy, and reliability of all building 
systems impacting fire growth, occu-
pant knowledge of the fire, and time 
required to reach a safety area will 
have to be examined. In particular, the 
impact of sprinklers on the develop-
ment of hazardous conditions in the 
area of interest will have to be as-
sessed. 

§ 102–80.115 Is there more than one op-
tion for establishing that an equiva-
lent level of safety exists? 

Yes, the following are three options 
for establishing that an equivalent 
level of safety exists: 

(a) In the first option, the margin of 
safety provided by various alternatives 
is compared to that obtained for a code 
complying building with complete 
sprinkler protection. The margin of 
safety is the difference between the 
available safe egress time and the re-
quired safe egress time. Available safe 
egress time is the time available for 
evacuation of occupants to an area of 
safety prior to the onset of untenable 
conditions in occupied areas or the 
egress pathways. The required safe 
egress time is the time required by oc-
cupants to move from their positions 
at the start of the fire to areas of safe-
ty. Available safe egress times would 
be developed based on analysis of a 
number of assumed reasonable worst 
case fire scenarios including assess-
ment of a code complying fully 
sprinklered building. Additional anal-
ysis would be used to determine the ex-
pected required safe egress times for 
the various scenarios. If the margin of 
safety plus an appropriate safety factor 
is greater for an alternative than for 
the fully sprinklered building, then the 
alternative should provide an equiva-
lent level of safety. 

(b) A second alternative is applicable 
for typical office and residential sce-
narios. In these situations, complete 
sprinkler protection can be expected to 
prevent flashover in the room of fire 
origin, limit fire size to no more than 
1 megawatt (950 Btu/sec), and prevent 
flames from leaving the room of origin. 
The times required for each of these 
conditions to occur in the area of inter-
est must be determined. The shortest 
of these three times would become the 
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time available for escape. The dif-
ference between the minimum time 
available for escape and the time re-
quired for evacuation of building occu-
pants would be the target margin of 
safety. Various alternative protection 
strategies would have to be evaluated 
to determine their impact on the times 
at which hazardous conditions devel-
oped in the spaces of interest and the 
times required for egress. If a combina-
tion of fire protection systems provides 
a margin of safety equal to or greater 
than the target margin of safety, then 
the combination could be judged to 
provide an equivalent level of safety. 

(c) As a third option, other technical 
analysis procedures, as approved by the 
responsible agency head, can be used to 
show equivalency. 

§ 102–80.120 What analytical and em-
pirical tools should be used to sup-
port the life safety equivalency 
evaluation? 

Analytical and empirical tools, in-
cluding fire models and grading sched-
ules such as the Fire Safety Evaluation 
System (Alternative Approaches to 
Life Safety, NEPA 101A) should be used 
to support the life safety equivalency 
evaluation. If fire modeling is used as 
part of an analysis, an assessment of 
the predictive capabilities of the fire 
models must be included. This assess-
ment should be conducted in accord-
ance with the American Society for 
Testing and Materials Standard Guide 
for Evaluating the Predictive Capa-
bility of Fire Models (ASTM E 1355). 

§ 102–80.125 Who has the responsibility 
for determining the acceptability of 
each equivalent level of safety anal-
ysis? 

The head of the agency responsible 
for physical improvements in the facil-
ity or providing Federal assistance or a 
designated representative will deter-
mine the acceptability of each equiva-
lent level of safety analysis. The deter-
mination of acceptability must include 
a review of the fire protection engi-
neer’s qualifications, the appropriate-
ness of the fire scenarios for the facil-
ity, and the reasonableness of the as-
sumed maximum probable loss. Agen-
cies should maintain a record of each 
accepted equivalent level of safety 
analysis and provide copies to fire de-

partments or other local authorities 
for use in developing pre-fire plans. 

§ 102–80.130 Who must perform the 
equivalent level of safety analysis? 

A qualified fire protection engineer 
must perform the equivalent level of 
safety analysis. 

§ 102–80.135 Who is a qualified fire 
protection engineer? 

A qualified fire protection engineer is 
defined as an individual with a thor-
ough knowledge and understanding of 
the principles of physics and chemistry 
governing fire growth, spread, and sup-
pression, meeting one of the following 
criteria: 

(a) An engineer having an under-
graduate or graduate degree from a col-
lege or university offering a course of 
study in fire protection or fire safety 
engineering, plus a minimum of 4 years 
work experience in fire protection en-
gineering. 

(b) A professional engineer (P.E. or 
similar designation) registered in Fire 
Protection Engineering. 

(c) A professional engineer (P.E. or 
similar designation) registered in a re-
lated engineering discipline and hold-
ing Member grade status in the Inter-
national Society of Fire Protection En-
gineers. 

ROOM OF ORIGIN 

§ 102–80.140 What is meant by ‘‘room of 
origin’’? 

Room of origin means an area of a 
building where a fire can be expected 
to start. Typically, the size of the area 
will be determined by the walls, floor, 
and ceiling surrounding the space. 
However, this could lead to unaccept-
ably large areas in the case of open 
plan office space or similar arrange-
ments. Therefore, the maximum allow-
able fire area should be limited to 200 
m2 (2000 ft2), including intervening 
spaces. In the case of residential units, 
an entire apartment occupied by one 
tenant could be considered as the room 
of origin to the extent it did not exceed 
the 200 m2 (2000 ft2) limitation. 
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